SUNS

HMS/HLS Series Heavy Duty Limit Switches

Features Specifications

@ Heavy duty zinc die cast body
@ Conform to EN 60947-5-1, IEC 60947-5-1, UL508,
NEMA250, CSA22.2 Standards
@® Wide range of actuator available
@ High repeatability (0.03mm for linear travel)
@ Available in three body styles: compact, standard and explosion-proof

Operating Speed 0.05mm-2m/sec

10A/600V AC (EN60947-5-1)
Rated Current/Voltage
AC15 A600 / DC13 Q300

Mechanically 10 millions (operations)

Service Life
Electrically 1 million (operations)

Electrical Ratings

Operating Temperature

-28.9~+85°C (-20~185°F)

Vibration Resistance

25gn (10..150 Hz, 11ms) per IEC60068-2-6

IEC 60947-5-1 / EN 60947-5-1 Shock Resistance 60gn (9ms) per IEC 60068-2-27
i ; Rated operational current le (A) at VA ratin ) ) .
2954322}:82 rated operational voltage Us 9 Dielectric Strength 2200VAC for 1 minute
Category 120V 240V 380V 480V 600V | Make Break Short Circuit Protection 10A fuse
AC15 A600 6 3 1.9 1.5 1.2 7200 720 Terminal Wire Size 12-22AWG (2.05-0.644mm?)
125VDC 250VDC Degree of Protection  IP 67 conforming to IEC 60529,
DC13.Q300| "o~ 7 57 69 69 NEMA Types 2, 4, 6, 6P, 12, 13
* Wider operating temperature models are available. Please contact us.
HMS HLS
Compact Standard
Selection Guide:
HLS 1 A 04 A - F
Body Contact Block 1/2NPT Conduit Head Style Applied on to Lever Arms Style Rubber seal type E‘;:gt;read shaft
Styles 1: SPDT (INO/NC) el — B: Standard — Blank: Standard Blank:11.0mm
Snap action otfiegtypes) — A: High precision - Fluori
2: DPDT (2NO/2NC) L NL = (73 (Al Rty (AB): 8.0mm
HMS: Snap action : Low torque
Compact 3: DPDT (2NO/2NC) — D: High precision low torque (CH): 7.0mm
HLS: 2 stages — C: Maintained
Slandaid — 4:DPDT (2NO/2NC) 2 digitor 2 digit + 1letter | _ 1g: Neutral Position — (HW): 7.3mm
center neutral operation

— TA: Neutral Position (High Precision)
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HMS-2A/ HMS-3A/
HLS-2A HLS-3A
2NO/2NC 2NO/2NG (2-stages)
dog o3 deg o3
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-4N-m 0.4N-m
(3.54 Ib-in) (3.54 Ib-in)

oF 202
0.05N-m
(7 oz-in)
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Travel Diagram for Rotary Lever Styles
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ON OFF
1NO/INC 1NO/INC 2NO/2NC 2NO/2NC 2NO/2NC 2NO/2NC
Standard Low differential Standard Low differential Standard Low differential
deg o3 doeg 03 dog o3
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HMS-1A-04B HMS-1A-04A
HLS-1A-04B HLS-1A-04A HLS-2A-04B HLS-2A-04A HLS-3A-04B HLS-3A-04A
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HMS-1A-04N HMS-1A-04D
HLS-1A-04N HLS-1A-04D HLS-2A-04N HLS-2A-04D HLS-3A-04N HLS-3A-04D
1NO/INC 2NO/2NC 2NO/2NC 2NO/2NC
Maintained Maintained Neutral Position (standard) Neutral Position (low differential)
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Order Code
HMS-1A-11:  1NO/1INC

Adjustable Operating Position (OP)

0

57

Order Code
HMS-1A-12: 1NO/1INC

36.6

0.8

Order Code
HMS-1A-13: 1NO/1NC

Order Code
HMS-1A-01: 1NO/1INC

Order Code
HMS-1A-11H: 1NO/1INC

Note. (1) 2 x 10-24 UNC hole on the back for back side mounting.

Order Code
HMS-1A-12H: 1NO/1NC
* Note: roller can be adjust to cross orientation

(2) Conduit opening type: 1/2NPT
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Adjustable Operating Position (OP) 5 Maintained
50 A 36 43 ,
dw-
'._@ @ N
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@ 294 ] ]
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Order Code Order Code
HMS-1A-13H: 1NO/1NC HMS-1A-10H: 1NO/1NC
64.5 64.5
Maintained 435 435
18.3
I |
3 1 I_I
= 21
ASY
o 296
> 16.5
446 S\l
Order Code Order Code
HMS-1A-04C: 1NO/INC HMS-1A-04B: 1NO/INC Standard Pretravel

HMS-1A-04A: 1NO/1INC Low Pretravel
HMS-1A-04N: 1NO/INC Low Torque
HMS-1A-04D: 1NO/INC Low Torque, Low Pretravel

Head is factory set to operate the contacts in both the CW and CCW directions.
To make change, simply pull out and rotate the arrow to the letters
representing the desired direction: CW, CCW, or CW/CCW.

@m‘

Note. (1) 2 x 10-24 UNC hole on the back for back side mounting. (2) Conduit opening type: 1/2NPT
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1NO/INC

HMS-1A-00:

Order Code
(2) Conduit opening type: 1/2NPT
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Note. (1) 2 x 10-24 UNC hole on the back for back side mounting.

HMS-1A-69:

Order Code
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HLS Series Heavy Duty Limit Switches

Order Code

HLS-1A-11:
HLS-2A-11:

HLS-3A-11: 2NO/2NC (2-stage)

Adjustable Operati

Order Code
HLS-1A-13:
HLS-2A-13:

Order Code
HLS-1A-11H:
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1NO/INC
2NO/2NC
ng Position (OP;" ;13
(
g 21
@ 29.6
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: 204 ] 16.5
42 = 44.6
1NO/INC
2NO/2NC
HLS-3A-13: 2NO/2NC (2-stage)
57
. 36
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o 29.6
7 € 1
& 294 165
42 44.6 \
1NO/1NC
2NO/2NC

HLS-2A-11H:

HLS-3A-11H: 2NO/2NC (2-stage)
Note. (1) 2 x 10-24 UNC hole on the back for back side mounting.

Order Code
HLS-1A-12:
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29.6

58.7
59.5

1.2

16.5
44.6

29.4

42

1NO/INC

HLS-2A-12: 2NO/2NC
HLS-3A-12: 2NO/2NC (2-stage)

Order Code

HLS-1A-01:
HLS-2A-01:
HLS-3A-01:

Order Code

HLS-1A-12H:
HLS-2A-12H:
HLS-3A-12H:
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59.5

-
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42

16.5
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2 1

1NO/INC
2NO/2NC
2NO/2NC (2-stage)
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Jo
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)
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|
1
165 !\
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1.2

N

* Note: roller can be adjust to cross orientation

1NO/INC
2NO/2NC
2NO/2NC (2-stage)

(2) Conduit opening type: 1/2NPT
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Order Code Order Code
HLS-1A-13H: 1NO/1INC HLS-1A-10H: 1NO/1INC
HLS-2A-13H: 2NO/2NC HLS-2A-10H: 2NO/2NC
HLS-3A-13H: 2NO/2NC (2-stage)
64.5 64.5
Maintained 435 435
“ 18.3
2| (= ,j 5 ,j R Sy
1 ’ 1 1 1
1 & = f @ = |
N A
0 29.6 w0 29.6
&:i Q"W 0 - % © -
JE 1 1
- 29.4 16,5 29.4 16.5
42 446 42 44.6
Order Code Order Code
HLS-1A-04C: 1NO/INC HLS-1A-04B: 1NO/1NC Standard Pretravel
HLS-2A-04C: 2NO/2NC HLS-1A-04A: 1NO/1NC Low Pretravel
645 HLS-1A-04N: 1INO/1NC Low Torque
Neutral Position s HLS-1A-04D: 1NO/1NC Low Torque, Low Pretravel
Y HLS-2A-04B: 2NO/2NC Standard Pretravel
[N HLS-2A-04A: 2NO/2NC Low Differential Travel
11— HLS-2A-04N: 2NO/2NC Low Torque
. HLS-2A-04D: 2NO/2NC Low Torque, Low Pretravel
g [ HLS-3A-04B: 2NO/2NC (2-stage) Standard Pretravel
205 HLS-3A-04A: 2NO/2NC (2-stage) Low Pretravel
3 : HLS-3A-04N: 2NO/2NC (2-stage) Low Torque
- HLS-3A-04D: 2NO/2NC (2-stage) Low Torque,
Low Differential Travel
Head is factory set to operate the contacts in both the CW and CCW directions.
To make change, simply pull out and rotate the arrow to the letters
ﬂ | representing the desired direction: CW, CCW, or CW/CCW.
|
o~ ! T
- 294 165 |\ 57 )
42 446 7 ? ﬁ

Order Code ﬂ&gﬂ-

HLS-4A-04TA: 2NO/2NC (Low Pretravel)
HLS-4A-04TB: 2NO/2NC

Note. (1) 2 x 10-24 UNC hole on the back for back side mounting. (2) Conduit opening type: 1/2NPT
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44.6

Order Code

HLS-1A-66:
HLS-2A-66:
HLS-3A-66:

1NO/INC
2NO/2NC
2NO/2NC (2-stage)

(1)

292
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408.5

58.7

59.5

1.2
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©
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Order Code
HLS-1A-69:
HLS-2A-69: 2NO/2NC
HLS-3A-69: 2NO/2NC (2-stage)

1NO/INC

Note. (1) 2 x 10-24 UNC hole on the back for back side mounting.

230.5

@) C€

59.5

29.6

16.5
44.6 =

Order Code

HLS-1A-68: 1NO/1NC
HLS-2A-68: 2NO/2NC
HLS-3A-68: 2NO/2NC (2-stage)

90

136

206.2
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59.5

m
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42

16.5
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Order Code
HLS-1A-00:
HLS-2A-00: 2NO/2NC
HLS-3A-00: 2NO/2NC (2-stage)

1NO/INC

(2) Conduit opening type: 1/2NPT
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Order Code

HLS-1A-11(AB): 1NO/INC
HLS-2A-11(AB): 2NO/2NC
HLS-3A-11(AB): 2NOJ/2NC (2-stage)

Adjustable Operating Position (OP)
T

o1l

58.1

139.4
7

Order Code

HLS-1A-13(AB): 1NO/INC
HLS-2A-13(AB): 2NO/2NC
HLS-3A-13(AB): 2NO/2NC (2-stage)

2.5 1

65.4

o/

0.4

193

102.5

58.1

25

33.6

Order Code

1NO/INC
HLS-2A-11H(AB): 2NO/2NC
HLS-3A-11H(AB): 2NO/2NC (2-stage)

HLS-1A-11H(AB):

20.5

8.6

Note. (1) 2 x 10-24 UNC hole on the back for back side mounting.

@/

Order Code

HLS-1A-12(AB):
HLS-2A-12(AB):
HLS-3A-12(AB):

Order Code

HLS-1A-01(AB):
HLS-2A-01(AB):
HLS-3A-01(AB):

Order Code
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1NO/1INC
2NO/2NC
2NO/2NC (2-stage)
Loll,
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1NO/INC
2NO/2NC

2NO/2NC (2-stage)

L 19.3

58.7

HLS-1A-12H(AB):
HLS-2A-12H(AB): 2NO/2NC
HLS-3A-12H(AB): 2NO/2NC (2-stage)
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(2) Conduit opening type: 1/2NPT
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* Note: roller can be adjust to cross orientation
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Order Code

HLS-1A-13H(AB): 1NO/1INC
HLS-2A-13H(AB): 2NO/2NC
HLS-3A-13H(AB): 2NO/2NC (2-stage)

Maintained 1.3

45,25

-

TR

=

. 19.3

25

33.6

102.5

58.7

29.4
LY

o

8.6

Order Code
HLS-1A-04C(AB): 1NO/1INC
HLS-2A-04C(AB): 2NO/2NC

Neutral Position

@/

L 19.3

102.5

58.7

29.4
LY

3

Order Code

HLS-4A-04TA(AB): 2NO/2NC (Low Pretravel)
HLS-4A-04TB(AB): 2NO/2NC

Note. (1) 2 x 10-24 UNC hole on the back for back side mounting.
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Maintained
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2.4 \ L :\
P A 4.6
- N
Order Code
HLS-1A-10H(AB): 1NO/1NC
HLS-2A-10H(AB): 2NO/2NC
0.3
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59.5

%%J

9.4
4

Order Code

HLS-1A-04B(AB): 1INO/1NC Standard Pretravel
HLS-1A-04A(AB): TNO/1NC Low Pretravel
HLS-1A-04N(AB): 1INO/1NC Low Torque
HLS-1A-04D(AB): 1INO/1NC Low Torque, Low Pretravel
HLS-2A-04B(AB): 2NO/2NC Standard Pretravel
HLS-2A-04A(AB): 2NO/2NC Low Differential Travel
HLS-2A-04N(AB): 2NO/2NC Low Torque
HLS-2A-04D(AB): 2NO/2NC Low Torque, Low Pretravel
HLS-3A-04B(AB): 2NO/2NC (2-stage) Standard Pretravel
HLS-3A-04A(AB): 2NO/2NC (2-stage) Low Pretravel
HLS-3A-04N(AB): 2NO/2NC (2-stage) Low Torque
HLS-3A-04D(AB): 2NO/2NC (2-stage) Low Torque,

Low Differential Travel

Head is factory set to operate the contacts in both the CW and CCW directions.

To make change, simply pull out and rotate the arrow to the letters
representing the desired direction: CW, CCW, or CW/CCW.
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(2) Conduit opening type: 1/2NPT
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Order Code Order Code
HLS-1A-66(AB): 1NO/1NC HLS-1A-68(AB): 1NO/1NC
HLS-2A-66(AB): 2NO/2NC HLS-2A-68(AB): 2NO/2NC
HLS-3A-66(AB): 2NO/2NC (2-stage) HLS-3A-68(AB): 2NO/2NC (2-stage)
a
_ =
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FaR\ o
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29.4
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Order Code Order Code

HLS-1A-69(AB): 1NO/INC HLS-1A-00(AB): 1NO/1NC
HLS-2A-69(AB): 2NO/2NC HLS-2A-00(AB): 2NO/2NC
HLS-3A-69(AB): 2NO/2NC (2-stage) HLS-3A-00(AB): 2NO/2NC (2-stage)

Note. (1) 2 x 10-24 UNC hole on the back for back side mounting. (2) Conduit opening type: 1/2NPT
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